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NOTES:
1. FOR MECHANICAL AIR INLET UNITS, 3.0m MINIMUM FROM RELIEF DISCHARGE POINT CLEARANCE REQUIRED.

2. ELECTRICAL IGNITION SOURCES ARE AND NOT LIMITED TO POWER POINTS, PHOTO VOLTAIC (PV) INVERTERS AND

ISOLATION SWITCH GEAR, ELECTRIC MOTORS FOR WATER PUMPS, AIR COMPRESSORS, AUTOMATIC GATES ETC,

SPLIT CYCLE AIR CONDITIONERS AND ELECTRICAL WATER HEATERS - ZONE R500.

3. OPENINGS INCLUDES DOORS, WINDOWS, VENTS, AIR INTAKES, SUBFLOORING OPENINGS AND WEEPHOLES OR ANY

OTHER OPENING INTO A BUILDING WHERE GAS CAN ACCUMULATE  - ZONE R1000.

4. THE RELIEF / VENT POSITION & ORIENTATION MUST BE CONSIDERED PRIOR TO INSTALLATION, REFER TO

PROCEDURE 400-PR-QM-0011 FOR CLEARANCE REQUIREMENTS.

5. 1.0m CLEARANCE FROM DRIVEWAYS UNLESS AUTHORISED BY AN APA REPRESENTATIVE.

6. ELECTRICAL EARTHING ELECTRODE SHALL BE A MINIMUM 500mm AWAY FROM INLET RISER, SERVICE LINES

AND GAS METER BOX. SEPARATION DISTANCES ARE NOT REQUIRED WHERE GAS METER IS BONDED TO EARTH.

7. FOR HERITAGE LISTED LOCATIONS, METERS AND ASSOCIATED PROTECTION MUST ONLY BE INSTALLED IN

ACCORDANCE WITH EITHER A HERITAGE APPROVAL OR HERITAGE EXEMPTION - NOTE AND COMPLY WITH ALL

RELEVANT CONDITIONS.

LEGEND:
ZONE R500 - ELECTRICAL IGNITION SOURCE (NOTE 2)

ZONE R1000 - OPENINGS (NOTE 3), GAS APPLIANCES AND FLUE TERMINALS

ZONE R3000 - MECHANICAL AIR INTAKE (NOTE 1)
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